
By Woodtone

STRUCTURALLY ENGINEERED 
WESTERN RED CEDAR POSTS
beautifully natural and engineered to 
minimize checking, twisting & shrinking always there, naturally 

DISTRIBUTED BY: 



Products represented in this brochure may vary from 
actual product. For a sample of our product, please call 
1-800-663-9844 or visit us at woodtone.com.

FIND US ON:

always there, naturally 

Profile Length Centrical Load Eccentrical Load

4”x4”

8’ 6,848 lbs 4,834 lbs

10’ 4,509 lbs 3,547 lbs

12’ 3,171 lbs 2,690 lbs

6”x6”

8’ 28, 054 lbs 40,639 lbs

10’ 22,490 lbs 11,877 lbs

12’ 17,116 lbs 9,713 lbs

8”x8”

8’ 40,639 lbs 22,651 lbs

10’ 33,723 lbs 20,458 lbs

12’ 26,259 lbs 18,068 lbs

By Woodtone

Dimensions:		  Lengths*:
 
4x4 (3.5x3.5”)		  8’, 10’, 12’	
6x6 (5.5x5.5”)		  8’, 10’, 12’
8x8 (7.25x7.25”)		  8’, 10’, 12’ 
*End trimmed to 1” less than nominal length 
_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 
 
A single product great for so many applications.
	 -   Porch posts		  -    Gazebos
	 -   Deck posts		  -    Light posts
	 -   Pergolas		  -    Interior decor 
_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _
 
A solution to the column problems you face.
	 -   Eliminates shrinking, twisting and checking
	 -   Kiln dried substrate for added stability  
	 -   Hollow core is perfect for lighting installation
	 -   10 Year warranty against manufacturer’s defect  
	     and joint separation 
_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _
 
Begins with the best substrate.
	 -   Manufactured from Select Tight Knot WRC
	 -   Kiln Dried for added stability
	 -   Naturally resistant to rot and decay 
_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _
 
Allowable Axial Load Table (@19% Moisture Content):


